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1. Hardware Hardware requirements
and Software
requirements

« Personal Computer with 300 MHz Pentium processor minimum
- 64 MB RAM memory

+ SVGA graphic card with minimum resolution 800x600

+ CD-ROM reader

- Mouse
Warning: The content of this
software, called "TiAxolu-

teOutdoor’, is protected by Software requirements
exclusive rights belonging

to the company BTicino SpA. - Windows XP or higher
BTicino SpA reserves the
right of changing this sof- - Internet Explorer 6.0 or higher

tware in order to improve its
performance, atany time and
without further notice.

2. Installation To install the TiAxoluteOutdoor software proceed as follows:
1. Insert the CD-Rom in the CD drive;
2. From the main opening page in web format select "Install TiAxoluteOutdoor";

3. The installation program will start copying the system files needed for the installation of the
TiAxoluteOutdoor software.
The system will confirm the operations being performed, and the following windows will be
displayed:

InstallAware Wizard &|

[ | The Installdware Wizard is verifving the contents
£ of this sebup package. This may take a mament,

(OO )

Cancel

Select the language to be used during installation of the program and click "OK".

Select Setup Language &l

E] Select the language For this
installation From the choices below.

EE

o [ cne |




bticino s

Select the desired application language among those available. Click "Next" to continue instal-
lation.

The language can also be changed when running the application without the need for reinstall-
ing the program.

[ TiAxoluteOutdoor - InstallAware Wizard EJ

bticina

TiAxoluteOutdoor

TiAxoluteQutdoor Setup

Welcome to TidxoluteOutdoor installation, Setup is ready to install TidxoluteOutdoor on your computer,
Please close all running programs and click "Mext" to continue,

Chose the application language below and click Next,

N
English v |

[ hext> ] [ cancel

The system will prompt to enter the destination folder for the TiAxoluteOutdoor program.

The default folder is
C:\Programmi\BTicino\TiAxoluteOutdoor_0100
the user can also decide to install the application in a different folder.

[ TiAxoluteOutdoor - InstallAware Wizard

bticina

Select destination folder

TidxoluteCutdoor will be installed inside the folder displayed below,

" Available Disk Space: 13,054 MB
el Required Disk Space: 34,262 KB

DESTIMATICON FOLDER

[#3) Alias A~
[#-17) Apoint2k
[ ArcSoft
1) Aurora Yideo Converter & WCD SYCD DVD Creator
[#{7) Bertley
50

WP Caes in A0

Ci\ProgrammilBTicino! TidxoluteCutdoor_0100

[ <Back [ mext> | [ cancel

Click "Next" to continue.
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Select the desired option.

[ TiAxoluteOutdoor - InstallAware Wizard

bticina

TiAxoluteOutdoor

Shortcuts

Setup will create TigxoluteOutdoor shortcuts For wou in the Start Menu group displaved below,

PROGRAM GROLUP

Create shortouts for:
(& Al Users
() Current User Cnly

[ <Back J[ nmext> | [

Caniel

Click "Next" to start installation.

Click "Install" to start installing the software.

[ TiAxoluteOutdoor - InstallAware Wizard

bticina

TiAxoluteOutdoor

Ready to install

TidxoluteCutdoor Setup may now begin,

@ Click "Install” to install TidxoluteOutdoor now,
@ Click, "Back” ko review or revise vour installation settings,

During installation the user
may be asked to select the

USB drivers. These can be

found inside the appropriate
folder in the CD.

[ <Back J[ instal | [

Caniel




During installation the following window is displayed.

L TiAxoluteOutdoor - InstallAware Wizard

0.37: InstallInitialize.

A
AOnn il lee B U S Uststs hemews W Linguase 0
——

=i we

||_l'-|'--_||l

Kkl - [

] e

L TiAxoluteOutdoor - InstallAware Wizard

TiAxoluteOutdoor

Installation Result

= You have successfully completed the TigxoluteOutdoar Setup,

Once installation has been completed, the following screen is displayed. Click "Finish" to exit

installation.
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3. Fundamental TiAxoluteOutdoor is the software for creating or changing the configuration of the Axolute Outdo-
concepts or Entrance Panel (item 349140, hereinafter called Axolute EP), using a simple and easy to follow
graphic interface.

Copyright BTicine S.p.A

TiAxoluteOutdoor

3.1 Function menus and keys

All the functions that can be performed with TiAxoluteOutdoor can be accessed by clicking the
icons on the toolbar, or from the drop down menus.

The toolbar includes the following items:

D Ry ﬂ_j Open H Save Creating, Opening and Saving configuration files

Configuration Upload and Download

% Download % Upload

&PUpdate A Device firmware update

Application language selection
YU | anguage PP guag

Connection to the www.bticino.it site

The drop down menu includes the following functions:

C Co nfigurator TiAxoluteOutdoor

Fle  Tools Language  Info



I

"File" menu

C Configurator TiAxoluteOutdoor

% Download % Upload 2 Update firmwal

File | Tools  Language  Info
12 Mew  Ctrn
1) Cpen  Ctri+O

 save Ctrl+5

k] Saveds

g Exit

| I ETFIErfET

m c~-

* New
Create a new project

+ Open
Open an existing configuration file

» Save
Save the current project

» Save as

TidzoluteOutdoor

Praject name

Plant type

Push the button on the ric

Save the current project asking the user to enter a file name

« Exit
Exit the program

"Tools" menu

E Configurator TiAxoluteOutdoor

load % Upload % Update firrmwan

File Language  Info
] Me Download
1 % Upload
=il i Update firmware
. L |

=i Language

=% Connections

» Download
Download the configuration to the Axolute EP

» Upload
Upload the configuration from the Axolute EP

» Firmware Update
Axolute EP firmware update

TiaxoluteOutdoor

Project name

Plant type
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"Language" menu

E Configurator TiAxoluteOutdoor
File  Toals Info

Change language

® English

O Italian

O French

O German

O Dutch

O Spanish

>
il
il
-
e
E

O Portuguese

L ox [

* Language
Select the software application language

"Info" menu

E Configurator TiAxoluteOutdoor

Fle  Tools Language | Info

D =0 iLjDr:uen HSave & Info Hate firmmweat
] % EBETicino homepage

; TidxolteCutdoor
= -;,Q.E General parameters
-l Clock Project name

L L

oor

« Information

Provides some information about the TiAxoluteOutdoor software
« BTicino Homepage

Connects to the BTicino SpA website



L

4. Start menu

When the TiAxoluteOutdoor software is initialised, a presentation screen is displayed. This is im-

mediately followed by the Start Menu, where the desired function can be selected.

TiAxoluteOutdoor

The "Start Menu" includes the following functions:

_[ TiAxoluteOutdoor - Initial menu

|@ : e
¥ Open project

& Download configuration
& Upload configuration
- Firmware update
= Language

< Exit

* New Project
to create a new project

* Open project
To open an existing project

* Configuration Download
To send an existing project to the Axolute EP

* Configuration Upload
To display the configuration saved in the Axolute EP

* Firmware Update
To update the current version of the Axolute EP firmware

* Language
To change the software language

* Exit
To close the TiAxoluteOutdoor software
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4.1. Create new project

From the start Menu select "New project".

_E TiAxoluteOutdoor - Initial menu

i) New project F

The "Create new project” window appears, prompting the user to enter the project name (e.g.: EP
PROJECT). Enter the desired name and click "Next".

New project creation

Project name

Enter a name for the project, The name must have a mirimum of 1 \iJ
character and a maximurn of 20 characters

TisxoluteOutdoor |

| ¥ Next | | 3 cancel |

In the next window select the type of system the project is being created for.
Select “Single Family” for a single apartment, or “Multi-family” for a residential complex made of

several apartments.

Click "Next".
Plant type
Housing typology witch the project is done for i
~
© single family
® Multi-farnily
| € Back || » next || E3 cancel |

If "Multi-family" is selected, the following screen is displayed, for the selection of the addressing

type.
- by Apartment (the address is defined by apartment only);
- by Block-Floor-Apartment (the address is defined by the Block-Floor-Apartment parameters);

Click "Next".

New project creation

~ Addressing Type

Select the housing typology witch the project is done for i

® By apartment
© By Block-Floor-&partrment

Coeck | [ 1
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The next window prompts the user to select the maximum number of contacts. After making your
selection click "Next".

New project creation

Contact nurnber limit

Set the maxiumurm number of contacts \i‘)

® 10000 (4t least 400 images can be linked)
© 4000 (At least 600 images can be lirked)
© 100 (&t least 100 images can be linked)

In the next window select the Axolute EP operating mode and click "OK".

New project creation

Push the button on the right to change the working mode
Choose the device mode i
—
O Ethernet
® scs
[ <o |[ ©o || Dom |

4.2. Open project

If the configuration file has been saved, this function can be used to open it for editing.

From the start Menu select "Open project".

In the window that appears select the folder containing the project file (wwz) to be opened.

Open project |E|E|
Lookin: | ) TibwckneDutdoor_ 0100 ¥ 0% E
2 [
Cllog
My Recent =
Documents

Desktop

My Documents

—

My Computer

My Netwailk  File name: Tiwohtel utdoor wwz v Open
Files of tyoe: Project file [* ) v|  Cacel

Click "Open" to open the project.
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4.3. Configuration Download

Click "Download Configuration" to transfer the project created to the Axolute EP.
From the start Menu select "Download configuration”.

i:,i; Download configuration E

In the window that appears select the folder containing the project file (wwz) to be loaded to the

Axolute EP.

Open project

Lookin: | 3 TitwchiteOutdoot_0100 v| O =@
2 E;:Iiri
L |SDlog
My Recent | S ot ee e s
Documents
Deskiop
My Documents
My Computer
My Metwaik.  File name: Titsoltel utdoor wwz v
Files of tyoe: Project file [*,wwz) o

3

When "Open" is selected, the following screen appears. Set the date and time to set on the Axolute

EP.

Configuration Download

Devica Cate and Time

Salact the date and time to sat on the device iJ
Date and time 08,07/ 2008 15:15:18 b,
i o GMT +1 5

< o=l e ]

Click "Next". This will open a new window, where the type of connection to the Axolute EP can be

selected.

The download operation can be performed using two different types of connections:

» Ethernet;

« USB.

9] h Ethernat
-

® 'I‘ use

l £ Back Il_ P Mot “ o Exit ]

Configuration Download
- Correction: 1
Selact the mode of conrection to the davice i)




s

N

After completing the down-
load procedure, wait 20
seconds before disconnec-
ting the USB cable from the
Axolute EP.

Ethernet

Configuration Download

Etheeret paametens

Enter the davice natwork address and the OPEN password

_i‘)

Y < . T

UsB

Configuration Download

Device selecton

‘ Salact the LSS connected davice

_i‘)

Connected ltems

00:03:50:00: 58

@ [ [ €om |[ oma |[ oem '1

After selecting the desired connection type, click[_»m=: ] to start download.

Configuration Download

Dt Transfor
Communication: US8

Cperation: Sand configuration

[ ®=x ]

Once download has been completed, the following screen appears.

Configuration Download

r-Data Transfor
Communication: USE
W Dowriad

w7 Device data and time setup . .
e
 Cparation comectly completed

Cperation: Sand configuration

(RN ARRRANARNRAR R AR ANRRRRRRRRAR] [ @ oo

A

T
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4.4. Configuration Upload

Click "Configuration Upload" from the start Menu to load the project on the device.

]L.% Upisd e E

This will open a new window, where the type of connection to the Axolute EP can be selected.
The upload operation can be performed in two different ways:

« Ethernet;

» USB.
(- Correction :
Salect the mode of cornection to the device i)
9] h Ethernat
@ 'I‘ (]
<
Ethernet UsB
(Etherret parameters — o Devce selecton -
I Enter the davice natwork addness and the OPEN password %) | Sedzct the USE connected davice %)
= | Connected Items
: ‘ . . |lpo.03:50:00: 55 -
1L Sssss ] ‘
Iﬁ{.}@ < > L] 47-, £ Back ||_ » tiot “ o Ext

After selecting the desired connection type, click to start upload.

Configuration and Extra Data Upload

Cperation: Exira and Configuration
; _o_ it f-h; ,T“ Jo AN
Il 11171 [ & |
4!., {,ﬁ.} < > =

Once upload has been completed, the following screen appears.

Configuration and Extra Data Upload

Cperation: Exira and Configuration

i\l_lll_lllll_llllllllllllllllmlI_llllllllll;l_l_i_!__[i o |

$ L= o




4.5. Firmware Update

L1

Click "Firmware update" on the start Menu to update the firmware installed on the Axolute EP.

| Iil' Firmware update ' E

The following screen appears. Click [ &

Firmware Update

TNt suechion —

Saiect tha frmware fis to be updated

'

< o=l e ]

In the window that appears select the folder containing the file (wwz) to be opened.

Find the service pack firmware file |E|®

Lookin: | ) TibwckneDutdoor_ 0100 v 02> @

2 ini

Jiog
My Recent
Documents

Desktop
=/
My Documents

My Computer

My Hetwoik.  File name: v Open
Flaces -2 | I
Files of tyoe: Firmwaes file [* fwz) v| Cacel |

Click "Open". This will open a new window, where the mode of connection to the Axolute EP can
be selected (for the connection procedure see par. 4.4).
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5. Project
configuration

Status bar

kL Project not saved
¥k Project saved
4 k.! Project to be saved

This opens the TiAxoluteOutdoor software interface, which includes all configuration param-
eters, displayed on the left as a tree menu in order of importance.
When an item on the tree menuis selected, the right side of the window shows the correspond-
ing data entry area, where the configuration data can be entered.

Tree menu Data entering area

C Configurater TikxoluteDutdoor

L_‘lm (Jopen kdsave | % Downlosd 3 Uplosd 3 Update frmware | 44 Language b
£ TiAxoluteOutdoor
(@ Oock Project name: | Tiaxpltecutdoor
S5 Language |
s9c Plant type =1 | Sirge famiy
= Ethermet Fush the buitton an the fight ... | 5cs
= 1§ sacuty Communication meds | The cevice is rt Inked to an riterfaca

—ﬂ:séw = Device information (last connection)

G 1

TiaxoluteOutdoor
Interface narma and device information

w Promct ot saved | 15:26 08/07/2008

Status bar
EP project
TiAxoluteOutdoor
Project name TisxoluteOutdoor
Plant type Single family
Push the button on the right ... | Scs
Communication mode The dewice is not inked to an interface

» Project name
Enter the name to be assigned to the project
« Plant type
Select the plant type (Single-family/Multi-family)
« Operation mode
Select the mode of operation of the device (Ethernet/Scs)
o Communication mode
Change the Axolute EP communication mode (if connected to the IP interface, item 346890, enter
the basic address)

Communication mode

- Commenication mode

Chozse the communication mode j)

@ The device is inked to an interface 346890

Calout base address 0

© The device is not inked to an interface




1 Device Information (last connection)
[

=/ Device information (last connection)

Frmware version

PIC version

» Firmware version
Displays the current version of the Axolute EP firmware

» PICversion
Displays the current version of the Axolute EP microcontroller
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5.1. General parameters

This section can be used to configure the "Clock" and "Language" functions.

/|
|
S|

c Canfigurater Tikxolutelutdoor - |
Fio  Took Language Info

CiMew (Jopen kdSave | % Downiosd 3 Upinad 39 Update frmwars | S Langusge Bk

General parameters
Clack
Language
5.1.1 Clock
Clock
TmeZcne @ GMT +1
Working mode P Master
Update Frequence &2 10 minutes
Date format ™ ddmm.yy
Time zone

Select the time zone

Mode of operation

The device set as Master Clock sends the time update to all devices within the My Home system
fitted with a clock. For this function to operate correctly, it is important that only one device is
set as Master Clock. Select Master to configure the Axolute EP as the system Master Clock. Select
Slave if a Master device is already present in the system.

Update frequency
This function is only active if the clock is set as Master. It is used to set at what intervals the time update
should be sent to the devices of the My Home system set as Slave.

Date format
Select the date display format (e.g. dd.mm.yy / mm.dd.yy./ yy.mm.dd.)

5.1.2 Language

Language

La_nwage Bl EHE
L1 1taian
11 French

™= German

= Spanish
B Dutch

= Portuguese

» Language

select the desired language for the Axolute EP
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g 5.2. Connections

This section can be used to enter the Axolute EP connection data.

C configurater TiksoluteOut door
Fie Took Language Info
Cinew Jopen kdSave | % Downoed 3 Uplosd 3 Update frmware | 44 Language bR

! TiAxohiteOutdoor Connections

L Clock Ethernet

! 5.2.1 Ethernet

Ethernet

Enable DHCP @D ves

1P Address £ no
Subnat mask

IP Router 192.168.1.1

» Enable DHCP
Enable/Disable the dynamic configuration protocols of the addresses (DHCP)

» IP address
» Subnet Mask

« IP Router

! 5.2.2 Scs

Sts
Local address (P) | 1

» Local address (P)
Enter the Axolute EP address (p)

! 5.2.3 Switchboard

Switchboard
The "Switchboard" function Switchboard address | 1
is only active if the operating
mode is set to Ethernet. » Switchboard address

Enter the switchboard address
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-\g 5.3. Security

This section can be used to set the Axolute EP security password.

C Canfigurater TiAxoluteOutdoor
Fie  Took Language Info

Diew Jopen ksave | % Downlosd % Uplosd 3 Update frmwars | 44 Langusge bk
§ TiaxoleCwrtdoor Security

|
|
X

L Clock Authentication

‘E] 5.3.1 Authentication

Authentication
Password | 12345

» Password
It can be used to enter the OPEN Password if the Axolute EP is used for remote control using PC
programs and from external services (e.g. the My Home Web Portal. In this case the password
must be the same as the OPEN password of the My Home portal).
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ﬁ 5.4. Settings

This section can be used to enable and configure the Axolute EP settings.

C tonfigurater TikxoluteOutdoor Z g E
Fio  Took Language Info
Dinew Jopen kdSave | % Downinad 3 Upinad 32 Update frmwars | 4l Language bR

Settings
Call
Contacts
Setup
Homepage:
Password
@ 540 Call
Call
Insert type for drect cal Alphanumeric
Recal tme (s) 0

Ringing tore to send to PL (S) | Tone 1

» Direct call entry insertion type
To select the call type (Numeric/Alphanumeric)
— Numeric: for calls using a numeric code
- Alphanumeric: for calls using an alphanumeric code

« Recall time(s)
Select the Switchboard recall time (from 0 to 20 seconds)

» Ringtone to be sent to the handset (s)
Select the ringtone to be sent to the handset (Tone 0/1/2/3 or General)

Q 5.4.2 Contacts

Display on device

Contacts

= Display on device
Character dgra Srnall (3 mm)
Order type Ascending
Visualzation type By surname

» Character size
Select the contact character display size (3mm/3.75mm/4.5mm)

o Order type
Select the order the elements of the phone book are displayed in (Ascending/Descending)

» Visualisation type
Select how the phone book is to be displayed (by Name/Extension)
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Contacts file

= Contacts file

|Press the button to change the addressbook

o Address book
Press [...] to change the address book. The following screen appears:

Toolbar Views area TiContacts contacts

T] BTicino AddressBook Managsr - & X

8]

| Cescription | Aoartmert: address Image Elock |Cesciption | Floor | Apartment | LocalMsgTest | Sumame Title Name Fublc | Badge

Axolute EP contacts area

Toolbar
Save  Save: Save the current project

S Impatt | Import: import the project created using TiContacts

Delete contacts: delete the contacts selected in the Axolute EP contacts

.g Delete contacts
area

3 Delste st _| Delete all: delete all contacts of the Axolute EP contacts area

Views

i[5 Apartment address l Address: display the contacts by address

[5] Black  Block: display the contacts by block
[5) aphatetic.  Alphabetic: display the contacts in alphabetical order

] tad  Card: display the contact cards
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Import address book

[£] BTicino AddressBook Manager
Address Book  View Selection

M !% Delete cortacts £ Delte al ([T Apartmert address |(T) Block [3) Aphabetic (3] Cad

When selecting this option, a browse window appears for the selection of the desired file (.zip)
previously created using the TiContacts software.

Apri |z| El

Lookin |3 TiwckteDutdoot 0100 | 3 (F i° (@~

2 &

My Documents

My Computer

My Netwolk  File name: | glugno zip v Open

Flesoftyoe.  Zipties(2i) v| Cawced |

Click "Open" to open the project.

The following screen appears, with the "TiContacts Contacts" area showing all the project con-
tacts.

=) ETicino AddressBook Manager = 5%
i

Name Puble | Badgs
'rdmm = | BCBI7006 Adkwirstr s
Luisa [F] 24088825 Open doce
Shuderte Marco [ BIECOMD Open door
Mo =
Marla =
Studerts Luca [E  oaarerzs opendoor
]| Descriction | Apartmert address | bm... | Block | Desoription | Floor | Aoad Teat | Surname Title Name Public | Badge
[ Bianchi 2 2 Block: 2 2 30 2 2 ; Bunchi Falizio ECBIT006 Adwiristr stor
[ eianchi z 2z Block: 2 2 k] anchi Dott.ssa Luisa [ 2A006825 Open door
] Blanchi H H Block: 2 2 E Blanchi Studerte Marco [#]  BIB0OHD Coendoor
[ Rossi 1 1 Hock: 1 1 18 Rosa g, Maro =
[ Resst 1 1 Dokl 1 15 Ross Maris =
[ Rossi i 1 Block: 1 1 15 Ross Sthuderte Luca [l  DRAFEFZS Open door
[ 1w Mems hurve bt et Lndo load

To create the contacts address book to be transferred to the Axolute EP:

1 - Select the desired contacts from the top section of the window
2 - Click to copy the selected contact to the "Axolute EP Contacts" area

Use [Undolead | to undo the last operation.
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Associating images

This section can be used to associate the contacts of the "Axolute EP Contacts" area to a customised
image. The image will then be displayed on the Axolute EP monitor after the conversation with the

Entrance Panel is terminated and closed.
The maximum image size is 170 x 170 pixel, .png format only.

f] BTicino AddressBook Manager - & X
_g_s‘m S tmoar £ Delete coniacts Q_W""' Aparmert addvess | 7] Block (1] Aphabebc :]ﬂ
[ | Descrigion | Apastment address Bock | Descriotion | Foor | Aparimen: | Surname Title Mame Pubke | Bacgs
O sanchi z z hock: 2 E 0 Bk | rabrizio E  ecermo adwnstrsior
[ Barecti 2 2 Bz 2 0 Bianchi Dott.sza Luiss [ 24058825 Open doce
Im- 2 2 Heckiz 2 0 Bianchi Shuderts Marco [ EIECCMD Coen door
[ rossi 1 ] ghodk | | 15 Fassi Ing. Mario =
[ ress 1 1 Bhock: | | 15 Fossl Marly =
O soss 1 ] Hock: | ] 15 FRossi Studerits L [ oaarerss opendoor
3]
(5] Descripbion | Apartmert address | Im... | Bkock | Desoription | Floor | Apartmerk | LocolMsgTest | Surname Title Name Public
= e 2 0 | Ackwirindr e
0 Banchi z 2 |# 10 Bianchi Dotk 558 Luisa [  2A096625 Open door
Cloanci 2 z @ z 2w Blanch Studerke Marco [ B1ECOHD Cpendoor
[ Rossi 1 1 ock: 1 1 1% Ross I, Marc |
1 Rossi 1 1 Bockil 1 15 Rossl Maris =
[ Rossi 1 1 Bock:i1 1 15 Rossi Studerte Luca [F]  DRAFEFIS Cren door
[ ] A Hems husvee besers kiandecd Lirsfo boord

1 - Move the mouse to the "Image" area and click the mouse button

The following window appears. Click [ t==¢. | to open the image browser window, and search for

the image (.png) to associate to the contact.

Image area
& Images - BTicing AddressEcoManager =
MName
Apply
[Treor ) oot ) [ pooe ] (v ] [_owse ]
Toolbar

Applies the image to be associ-
ated to apartments with the same
address

Display the image (.png) browser

window, to search for the image to
be associated to the contact.

Delete a previously loaded image

Disassociate a previously associ-
ated image

Close the window

Once the image association procedure has been completed click [ ce="].

The associated images will be shown in the "Image" area.



Save

[£] BTicino AddressBook Manager

&[ Address Baok | View Selection

H Delete contacts g Delete all

s

.'a Delete contacts

& Deleteal 2 Block: 2 2 a0 Bianchi Dott.ssa
41 Esit 2 Block: 2 2 30 Bianchi Studente

Click "Save" in the toolbar or the "Address Book" menu to save the project.

Exit

[£] BTicino AddressBook Manager

: Delete contacts
Delete all

Exxit

Click "Exit" in the toolbar or the "Address Book" menu to exit the "Address Book" application.
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Other

=l Other

I Click to modify contacts max num

» Contact number limit
Click ... to change the maximum number of contacts and images that can be associated to the
apartments.

5.4.3 Setup

Setup

| Click to raset default VideofAudio settings

» Reset default settings
Press |...| to reset the Video/Audio settings to the factory set values.

Video
Video
Screensaver timeout (5) | 1 :
Brightnzss (%) J 40 U
Contrast (%) |40 J

» Screensaver timeout (m)
Move the cursor to change the screensaver timeout value (s)

« Brightness %
Move the cursor to change the screen brightness value (%)

« Contrast %
Move the cursor to change the screen contrast value (%)

Audio
Audio
Speaker volume (%) | S0 :
Microphone volume (%) | 30 J

» Speaker volume %
Move the cursor to change the speaker volume (%)

» Microphone volume %
Move the cursor to change the microphone volume (%)

Light Point (LP)

It can be used to control a light point installed nearby the Axolute EP

Light point
Enable/discbie licht pant | @ Enatle
A |1
[ [1
« A/PL

Enter the address of the light point (if active)
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= 5.4.4 Homepage
L}

Homepage

Ten'p@ 3 (text)
« Homepage

Click |...] to change the Axolute EP homepage. The following window appears:

Homepage editor

Available template
| Template 3 (tex] w—1— Available templates

For entering big text

— )

Normal text N\ Opens a browser window for

[Tocal | the search of image files .png

| & resident |

| press

For entering normal text
iladdress_ book |

[key [2 pefaut ———— Load default image

~Preview

Homepage preview

[ 5.4.5 Password

Password
Administration password 12345
Open door password 00000

o Administrator password

Change the administrator password to access the administrator menu (factory set to 12345 by
default)

» Door opening password
To change the door opening password (factory set default 00000)

Once the configuration procedure has been completed:
. H save the project

o & download the created project on the Axolute EP




TiAxoluteOutdoor







BTicino SpA

Via Messina, 38

20154 Milano - Italia
www.bticino.it

‘awies ay3 01 3ybnoiq sabueyd sy ‘Aljepow pue wioj Aue Ui ‘93edIuNWWOD 0} PUB 13300 SIY1 JO SIUDIUO0D aY3 AJipow 03 1ybi a3 swil Aue 1e saA1asal yds oudl| g




