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TisecurityBasic L4

1. Hardware Hardware requirements
and Software

. « Personal Computer with Pentium processor >400 MHz
requirements

+ 256 MB RAM

« SVGA graphics card with resolution 800x600
+ CD-ROM drive

Warning: The TiSecurityBasic *Mouse
programme is the essential
tool for the configuration of
the 3485B and L/N/NT/H/HC/

HS4601 Burglar alarm Units. - Windows 2000, XP or Vista; Internet Explorer 6.0 or higher.
The content of this program

is under the exclusive rights

Software requirements

of BTicino SpA Space used on hard-disk
+ 91 Mbyte
2. Installation Follow this procedure to install the TiSecurityBasic programme:

1. Insert the CD-ROM in the drive;
2. After displaying the main page in web format, select “Install TiSecurityBasic”;

3. The installation programme will now copy the system files necessary for the execution of the
TiSecurityBasic programme.

Select Language [E
Fiease select the language that vou would ke to use dunng the
inatallabon.

|takaro

Francaiz
Dewtsch
E spaficl

coe

> Select the installation kit language
> Click the Ok button
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The following screen will appear

I3 TiSecurityBasic 1.0 3

Vi

Welcome to TiSecurtyBasic 1.0 Selup program Thas program will
mistal TSecuntyBasic 1.0 on your computer,

It iz strongly recommended that vou exat all \Wirdows programs:
before unning thes S etup Program,

Click Carcel to quit Setup and close ary programs pou hawve
wnning. Click Nexst to continue with the Setup program

WARHNING: Thiz program iz protected by copenght Law and
mternational treabies.

Unauthonzed reproduction o destiibution of this program, or anp
paddion of &, may 1esull n severe civil and criminal penalbes, and
will be prozecuted bo the masimiam exdent possble undss law

Hew> [ Cencel

> Click the Next button

The following screen will appear

2 TiSecurityBasic 1.0 3

Destination Location

Setup wil install TiSecunbyB asc 1.0 n the follovang folder,
To install into & differert folder, chck Browse, and select ancther folder.

“rou can choose not to nstal TiSecuitvB asic 1.0 by dicking Cancel to exit Setup

Destnation Folder
C:\Programmire TiceohTisecuntplasc_ 0100 Erowse...

ize Installation Wizard®
Hewt> 1 Cancel

> Click Next to install the program in the default directory
“c:\Programmi\BTicino\TisecurityBasic_0100"

or

> Click Browse to select the required path
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The following screen will appear

2 Language
Application Language
Select the language for the apphcation :

" Itakan
™ French
(" Dutch
" German
¢ Spanish
© Engeh
(™~ Portuguese

ize Installation Wizard®

¢ Back Mead > Cancel

> Select the TiSecurityBasic interface language (When the application is running normally it will
be possible to change the language without re-installing)

> Click Next

The following screen will appear

2 TiSecurityBasic 1.0

Stant Installation

You are row ready to install TiSecwityBasic 1.0,

Fress the Mext buttan to begin the inztaliation of the Back button 1o reenter the nstallation
nformation.

ize Installation Wizard®

Cancel

> Click Next if you are ready to install TiSecurityBasic
or

> Click Back to return to the previous screen
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The installation of the program will now begin

TiSecurityBasic 1.0

Instalhing

Cumert File

Copying Visual B azic Runtime
CAWINDDWS apstem3BCOMDLG32. 0Cx

ENEREEENNEREENEEEEE AN
Al Files
Time Remarning 0 mewtes 1 sacond

wice Installation Wiz d®
| Cancel

Depending on the operating system settings in use, it may be necessary to restart the system

X

42 TiSecurityBasic 1.0

TiSecLntyBasic 1.0 has been successfully installed

Press the Finish button to et this installation

> Click Finish to end the process
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3.

Firmware update

Warning: for proper
functioning of the software,
the 3485B and L/N/NT/H/HC/
HS4601 Burglar Alarm units
must be installed according
to the instructions specified
in the Installation Manuals
supplied with the device.

With the TiSecurityBasic software, it is possible to update the permanent software of the Unit with
new revision procedures distributed by BTicino. This function enables you to implement possible
improvements and new functionalities in existing installations without replacing the hardware.

Ia TiSecurityBasic 1.0

Item Selection

Select the item ko be configured:
|F'nl',r>< Base L[

Operation selection |46IZII |

Select the operation bo execute:

{* Firmware update
" Configuration upload
" Configuration dowrload

Infio ][ Language Mexk== ] [ Close

> Select the type of Unit to be updated, Select Firmware Update and click Next

The following screen will appear

X]

Ia TiSecurityBasic 1.0

Item Polyx Base - Firmware update

Open File { Fuwz) | =... I

Select COM port |COM 2 |

Info << Back Mexts = Close
|| | | ]

> Select the COM port of the PC to which the Unit will be connected



> Click Open file (.fwz)

Select firmware file

Lock in | 3 TEecuyBasc

My Recent
Documents

=

[ieshtop

- ~®erE-

B_011500.fwz

My Documents
My Computer

=

My Metwork  File name: 34858 _011500 fwz
Places

Fies of hype: | File [* Fusz)

> Select the file containing the updated firmware version (.fwz)
> Click the Open button

Ia Tisec urityBasic 1.0

Item Polyx Base - Firmware update

Open File {.Fuz) |C:'1,Du|:ume,. J34856_011500.fwez

]

Select COM port |COM 2

=]

| |

Info

] ’ << Back ][ Mexts = Close

>

Click Next to continue
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Ia TiSecurityBasic 1.0

Item Polyx Base - Firmware update

Follow the Steps below

1 - Set the unit bo mainkenance mode and flip the slide switch to off
2 - Connect the programming cable ko the device

3 - Press "Mext"

& | .

Infa ][ ] [ << Back ][ Mexk>>

Close

> Access the Unit Maintenance menu and flip the slide switch to OFF

> Connect the programming cable to the COM port of the PC and to the 6-way connector of the

Unit

Connection to the Unit item 3485B

I I
Dﬁ- 4

Item 3559

Item 33591 9

ON OFF Reset
slide switch Button

Connection to the Unit item L/N/NT/HC/HS4601

Reset
Button
Item 3559
Item 335919

ON OFF
slide switch
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> Click Next; the firmware update procedure will start

A TiSec urityBasic 1.0

Articolo Polyx Base - Aggiornamento firmware

0&/03/2008 14.52.37 A
erifica protezione firmware

06/03/2008 14.52,37
Impostazione parametri seriale

06/03/2008 14.52.37
Irivio dati Firrsare o

Stato aggiornamento file: |lll

Invio blocco 94 [ 1024

l /| ) [ cwa ]

Afterwards, the following screen will appear

> Disconnect the programming cable from the Unit
> Flip the slide switch back to ON

> Press button to reset the Unit

A TiSec urityBasic 1.0

Articolo Polyx Base - Aggiornamento firmware

Dispositiwa aggiornato correttamente

- Toglieres il morsetko di programmazione
- Resettars la centrale con il pulsante a spillo

v Prosequi con un altro articolo

’ Infao ] ’ ] [ Avanti == ] ’ Chiudi

> Ifyou want to update other Units using the same firmware, tick the box Continue with another
item; If you click Next, the above-mentioned procedure will be given again
or

> Click Next to go back to the first screen
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4. Uploadand
download
configuration

The Upload function allows you to acquire the configuration on the Unit and save it in a file so it
can be used to retrieve the configuration of the Unit or to configure other Units with the Download
function.
The procedures to execute these functions are basically the same; for the sake of brevity, here is an
example.

Ia TiSecurityBasic 1.0 X

Item Selection
Select the item to be configured:

|F"|:|I'yx Base j

Operation selection

Select the operation ko execute:

" Firmware update

* Configuration upload:

" Configuration download

Info H Language [ Mexk== Close

> Select the procedure
> Click Next

Ia TiSecurityBasic 1.0
Item Polyx Base - Configuration upload

Save &s | HI

X]

Select COM port |COM 1 |

Info << Back Mexts = Close
|| | | ]

> Select the COM port of the PC to which the Unit will be connected
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> Click on Save As (Open file for Download)

Save configuration file

Save I ||_} TS ecuntyl asic j = [&] l'j: Ea-
)  Smmmm

= Projectz jab
Wiy Recent
Documents

Dezktop
My Documents
Wy Compiter

My Metwork  File name: Project] jsb - Save I

i
Save as |File ["jab] v|  Cancel

> Select the path and enter the name you want to give to the configuration file (for the Download
function, select the configuration file to be transferred to the Unit)

> Click Save (Open for Download)

= TiSecurityBasic 1.0 X

Item Polyx Base - Configuration uplosd

Save As |C:'l,Duu:uments ... \projectl.jab E oo I

Select COM port |COM 1 |

Info H ariglag ] ’ << Back ][ Mexts = Close

> Click Next to continue
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Ia TiSecurityBasic 1.0 X

Item Polyx Base - Configuration upload

Follows the Steps below

1 - Set the unit ko maintenance mode

2 - Connect the programming cable to the device

3 - Press "Mext"”

Info H ] ’ << Back Mexts = I ’ Close

> Access the Maintenance menu of the Unit
> Connect the programming cable to the COM port of the PC and to the 6-way connector of the Unit
> Click Next; the selected procedure will start

Afterwards, the following screen will appear

42 TiSecurityBasic 1.0 @

Ti5ecuntyBazic 1.0 has been successhully installed,

/ Press the Finish button to esxit thiz installation,

> Disconnect the programming cable from the Unit

> Click Next to go back to the first screen
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